
 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Built in Redmond Oregon USA 
www.laserlinemfg.com 

OWNERS MANUALς OPERATION GUIDE 

P/N 1700-0041 
REV. 7.7.16 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ELECTRONIC FEATURES 
¶ Automatic Power Control (APC) keeps laser power stabilized through ambient temperature changes. 

¶ Over temperature protection circuit with automatic soft shutdown to protect electronics and laser 
module from overheating. 

¶ Reverse polarity protection; protects the GL1700 in case the power leads are connected backwards. 

¶ Input power stabilization-protects against power spikes. 

¶ Universal voltage input-automatically operates GL1700 on 12 volts DC  (11-25 volts DC) 

¶ Ultra-low power consumption: 0.1 of 1 amp at 12 vdc / 0.05 amp at 24vdc 

The GL1700 Laser Guide was designed from the ground up to provide precise start-stop location control for walk 

behind paint striping equipment. 

¶ OSHA Compliant 

¶ Compact and Durable 

¶ Faster 

¶ More Precise 

¶ Easy to Use! 
 GL1700 FEATURES 

Rugged clear hard coat 
anodized housing 

UV stabilized glass 
filled lexan end caps 

рκуέ ƳƻǳƴǘƛƴƎ 
bracket allows the 
GL1700 to attach to 
virtually any walk 
behind machine in 
just minutes 

7 foot power cord  Powered by 12 or 24 
volts DC and only draws 
0.1 of 1 amps at 12vdc /  
0.05 amp at 24vdc 

Adjustment knob for Up-Down tilt  
Or Left to Right 
 

Tightening knob  
w/ swing adjustment 

Detachable 
quick release  

Replaceable paint spray shield 
(Protects laser output optics from 
paint overspray damage) 

PRODUCT OVERVIEW 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 

Forward Mounting 

Rear Mounting Quick Disconnect 

Forward Mounting 
(Backside) 

 

The GL1700 features a ̓έ mounting bracket with quick disconnect allowing it to attach to virtually any walk behind machine 
in just minutes. Connect the power cord to a 12 or 24 volt DC battery source and mount the laser to your desired location. 
Next, adjust the spot so it is directly under and in-line with the spray nozzle. Start striping! 
 
When the laser is no longer needed or the job is complete, power off the laser by pressing the ON/OFF power button on the 
optional LaserLine 12v battery kit or by disconnecting the power cord from the 12 or 24 volt battery source. 

 
 

*Optional LaserLine 12v Battery Kit:  P/N 3003-0800-1 
 

¶ 12v 5amp hr. Sealed Lead Acid Portable Battery: (Operates GL1700 for approx. 50 hours) 
 

¶ Battery Float Charger: Trickle charge that automatically shuts off when battery is fully charged,    
plus reverse polarity protected. 

 
¶ Hard Plastic Battery Case: Enclosed weather proof plastic box, ON/OFF power button with status light, built 

in charging port and dual connectors. (Includes mounting hardware) 

 

MOUNTING OPTIONS  
AND  

OPERATING INSTRUCTIONS 

ON/OFF power button with 

status light 


