
T2000SD laser mounted to a flat plate 
attached to side wall of tunnel

T2000SD laser with optical tribrach

1810 SE First Street, Suite H, Redmond, OR 97756  •  Phone  541 548 0882  •  Fax  541 548 0892  •  www.LaserLineMfg.com

T U N N E L I N G  L A S E R  •  M I N I N G  L A S E R  •  O F FS H O R E  D R E D G I N G  L A S E R
C O N V E Y E R  A L I G N M E N T  L A S E R  •  C E N T E R L I N E  C O N T R O L  L A S E R

THE LONG RANG E SOLUTION

Laser mounts to any flat surface with a 
5/8 standard bolt or will take a tribrach 

using tribrach adapter

Ultra fine 64 pitch  
vertical adjustment

Ultra fine 64 pitch  
horizontal adjustment coupled to 

tapered bearing for smooth and 
precise line adjustment

Vertical lock with "compression 
shoe" tightening — stays in place

5MW laser with special 
optics for maximum bright-

ness and range

TYPICAL CONFIGURATIONS

TUNNELING / MINING

MARINE & OUTDOOR ALIGNMENT

T2000SD laser with spotting scope,  
fan lens and tribrach mounted  

to 5/8 standard tripod

Power connector is attached 
to ultra stable base, NOT laser 
housing, for maximum stability 

Ultra stable built-in base  
for laser with dual vertical 
axils for maximum stability

Horizontal "compression shoe" 
locking device

T2000 LONG RANGE ALIGNMENT LASERS

T-2000 FEATURES
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Laser Spot Size Chart

       Distance                                                         Diameter

      500' (152m)                                                      0.8" (2.0cm)
      1000' (305m)                                                    1.1" (2.8cm)
      1500' (457m)                                                    1.4" (3.6cm)
      2000' (610m)                                                    1.7" (4.3cm)
      2500' (762m)                                                    2.0" (5.1cm)
      5280' (1609m)                                                  4.0" (10.1cm)


